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ARCHITECTURAL STANDARDS: BUILDING WALLS

MATERIALS

1.

2.

3.

Building walls shall be:
a. Smooth cut cedar shingles (4" to 6” exposure)
b. Wood clapboard siding (4" to 6” exposure)
c. Wood beaded siding (exposure)
d. Lightweight cementitious siding with smooth or piegture (8" maximum exposure)
e. Brick

Exposed Foundation walls shall be:
a. Brick
b. Fieldstone
c. Parged block — (least desirable)
d. Poured conrete with a parged finish — (least dek&ja

Trim shall be:
a. Wood, cellular PVC (e.g. Azek or approved equal)zementitious boards at wood walls
b. Lightweight cementitious boards or cellular PVGigltweight cementitious walls
c. Cellular PVC
d. Brick or precast concrete at brick walls

COMPOSITION AND TECHNIQUES

1.

Building walls of shingles or siding shall have afienings trimmed in boards 2" to 4” nominal
width and corners trimmed in boards of 4” to 6” noah width. Doors may have wider trim.
Butt joints between siding pieces may be caulkecbeered, but must be painted.

Brick shall be in a horizontal running bond pattesth raked mortar joints of not greater than ¥%”
height. When brick is used on a building wall, itghreturn onto the adjacent elevation entirely,
or until a point at which it meets another walktnucture.

Facades and elevations of any one principal bgldind outbuilding(s) shall be made of the
same materials, similarly detailed. A lower legébetail may be used for the outbuildings not at
a frontage.

Walls constructed of more than one material shaly ehange material along a horizontal line
(not vertical or diagonal line). Additionally, tHeeavier material shall always go beneath the
lighter material.

Foundation walls of parged block at frontages shallexposed no more than 18" above the
ground.

Gables atop brick walls shall be finished in sidiagbrick.

Architectural Standards: Building Walls
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ARCHITECTURAL STANDARDS: BUILDING ELEMENTS

MATERIALS
1. Piers and arches shall be brick.
2. Porch floors at frontages shall be tongue-and-gramood, or approved synthetic decking (must
be tongue-and-groove) or brick.
3. Porch foundations at frontages shall be brick pigith framed wood, wood boards or cellular
PVC
4. Stoops shall be made of brick, stone, or conciated on all exposed sides with brick or stone.

Wood, or cellular PVC, may be used at secondamgpoes.
Posts and columns shall be wood or fiber-reinfolcmdposite.

Porch railings (all components) shall be a singkgemal, either woodcellular PVC, steel or
wrought iron.

Deck floors shall be wood.
Deck railings shall be a single material, wood oowght iron.

Chimney enclosures at frontages shall be brickim8éys two stories or more above grade and
not within 4’ of an exterior wall may be simulatledck or stucco. Flues shall be tile or metal.

COMPOSITION AND TECHNIQUES

1.

2
3.
4

10.

11.

Masonry arches shall not be less than 8" in thiskne
Keystones in masonry arches shall be centeredeoartih and have sides radial to the arch.

Piers of masonry shall be no less than 12" in wadtd 8” in depth.

. Wood trim material, at frontages must be paintetth Wie exception of flooring and treads, which

may be painted, stained or left unfinished. Cali@VC trim material that are white in color are
not required to be painted.

Wood, or accepted simulated material, posts skahdless than 6” nominal in width or depth
and chamfered at the corners.

Columns, pilasters, etc., shall be of the Tuscaanic order as prescribed in The American
Vignola

Balusters shall not exceed 4-1/2” on center.

Porch openings shall be vertical in proportion.

Pre-cast concrete lintels shall extend horizontadlyond the window opening a dimension equal
to the height of the lintel. Brick soldier lintethall extend a minimum of one brick beyond the
opening.

Decks shall be of a scale compatible with livingt(s) and with the lot. Decks are prohibited at
frontages.

Uninhabitable space below porches and decks shadkbited by wood, lattice with not greater
than 1-1/2” spaces between the boards.

Architectural Standards: Building Elements
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12. Fireplace vents shall not face frontages.
13. Flues shall be painted the color of the roof, flaick, or left natural.
14. Railings of steel or wrought iron shall be painibéalck.

Architectural Standards: Building Elements
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ARCHITECTURAL STANDARDS:. ROOFS

MATERIALS

Roofs shall be steel standing seam (painted oagaed), copper, cedar shakes.

Gutters and downspouts shall be wood, copper,, steadluminum, and shall be half-round in
profile (except wood.)

Splash blocks shall be stone, brick, gravel, orcoete.

Copper-anodized aluminum is prohibited.

COMPOSITION AND TECHNIQUES

1.

Roofs shall be simple and symmetrically pitched] anly in the configuration of gables and
hips. The pitch of the roof shall be between S&ihé 14:12.

Shed roofs (roofs which pitch in on direction) $ted permitted when the ridge is attached to an
exterior wall of a building. The pitch shall betlween 4:12 and 14:12.

Dormers shall be roofed with a symmetrical gab&rdd or shed roof.
Skylights shall be flat in profile.

Skylights, solar panels, vent stacks, satellitbels and other roof protrusions shall not be placed
on a roof facing frontages nor shall they be vistibtrusive from nearby streets.

All gutters on any one building shall be the samadile (section). Metal gutters and downspouts
shall be pre-painted by manufacturer or galvanieecept copper, which shall be left to age
naturally. All gutters other than wood shall haveadf-round profile.

Roof penetrations (vents, attic ventilators, tuesinflues, etc.) shall be painted to match thercolo
of the roof or flat black except those made of metzich may be left natural. Unless prohibited
by building code, all such penetrations shall lmated on roofs not facing frontages.

Architectural Standards: Roofs
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ARCHITECTURAL STANDARDS:. WINDOWS AND DOORS

MATERIALS

1.

Windows shall be built of wood, may be clad in almm or vinyl, and must be true or simulated
true divided light.

Glass shall be clear and free of color. Stainesktéd and tinted glass are permitted except at
frontages. One stained glass application may bmified at frontages with the approval of the
Odessa Historic Commission.

Shutters shall be solid wood or cellular PVC.

4. Awnings shall be canvas or a synthetic woven rategisembling canvas, and are not permitted

at frontages.

Doors shall be wood. Approval by the Historic Corssion is required for any glass panels in
doors at frontages.

Garage doors shall be built of wood embossed steefiberglass. Approval by the Historic
Commission is required for any glass panels inggdoors at frontages.

COMPOSITION AND TECHNIQUES

1.

o~ wDN

Windows shall be square or vertical in proportiaiindows may be circular or semi-circular, in
shape, but only one such window may be placed ch &ade. Windows may be quarter-
circular in shape when paired in a gable end.

Windows shall be single-hung, double-hung, or fikedecorative applications.
Bay windows at frontages shall extend to the groamige visually supported by brackets.
Window lights shall be square or vertical in prdjmor.

The use of muntins shall be consistent with thiesifthe building and consistent throughout the
building. Muntins in new or replacement windowlsused, shall create true-divided lights or
have a milled face applied to both the exterior andrior surface of the glass and painted to
match the sash. “Sandwich” muntins are prohibited.

Single glass panes shall be no larger than 9 sdeere

7. Total fenestration (rough window openings) on ttuaf facade shall not exceed 30% of the total

10.

11.

surface area.

Two or more windows in the same rough opening dacade (frontage) shall be separated by a
minimum 4" wide post.

Windows at frontages shall be no closer than 2héocorners of the building.

Shutters shall be applied to all or none of thecgipwindows on any given fagade or elevation.
They shall be shaped, sized and proportioned t@pleming they serve. Shutters may be fully
functional with all necessary hardware. Or, iffilx shall be hinge mounted to the window jamb
or frame and shall have shutters dogs mountedméhis reach from the interior. Shutters shall
be painted white or a dark color.

Residential awnings shall be triangular in sec{ipot quarter-round) with a free hanging drip
edge and a solid color to match the color of thi @rahe trim or a dark accent color.

Architectural Standards: Windows and Doors
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12.

13.
14.

15.

16.
17.
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Double doors shall not exceed 5’-4” in overall vidixcept where intermediate 4” (min) posts
are provided.

Garage doors shall not exceed 8’ in height or iidth.

Doors, including garage doors, shall have raisegtigaarranged in a traditional pattern, and and
in a style consistent with the primary building.

Doors may be of the “sliding patio” variety exceptfrontages. Sliding patio doors must have an
appearance of true-divided lights.

Storm doors and screen doors shall be full viewfeesl of decorative trim.

Storm doors, screen doors, storm windows, and winsioreens shall be finished to match the
window or door they serve or the trim around it.

Architectural Standards: Windows and Doors
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ARCHITECTURAL STANDARDS:. GARDENS AND FENCES

MATERIALS

1.

Fences shall be built of wood pickets, cellular P€look like wood), wood lattice wood board,
steel, or wrought iron.

Garden walls at frontages shall be brick or stone.
Retaining walls at frontages shall be brick or ston

Retaining walls not visible from nearby streetsthpaor public areas, shall be brick, stone,
concrete, concrete block or treated wood.

Gates in fences, if any, shall be built of the fentaterial.

Gates in garden walls, if any, shall be wood (gadhtor cellular PVC, or steel or wrought iron
painted black.

7. Walks at frontages shall be brick or stone.

9.

Driveways shall be brick, brick pavers, crushedllshgpea gravel or gray granite, or a
combination of asphalt and one of the other accepizterials.

Patios shall be of brick, brick pavers, stone eslebncrete pavers, or stonedust.

COMPOSITION AND TECHNIQUES

1.

Fence locations and patterns are subject to theoaglpof the Odessa Historic Commission.
Fences at frontages on neighboring lots must bdiffdrent design. Terminal posts in fences
shall be fatter and taller than typical posts.

Fences built of wood or cellular PVC shall be paihtvhite (not off white) at frontages. Fences
built of steel or wrought iron shall be painteddila

Fences should provide closure. For example, teimposts should be adjacent to a wall or
another post or a gate with the exception of trmseither side of a walk, or a driveway at a
frontage, where a gate is not required.

Fences, garden walls and hedges at frontages angl pérks, lakes, wetlands or other open space
shall be between waist and chest height.

Hedges used in lieu of fences shall meet the heatpgrements at installation and be maintained
within the height requirements. A hedge shall tsngle type of plant. At installation, plants
shall be 18” on center and shall be at least Sgalbr 24” in height. Hedges shall be maintained
to allow light to penetrate to all branches. Tager hedge slightly to create a base that is wider
than the top.

Brick walls shall be 8" to 12” wide and capped. eT¢tap shall overhang the wall 2" to 1” on
each side.

Garden walls of brick or stone shall be capped briek rowlock course of brick, curt brick or
dressed coping stone 1-1/2" to 3” thick.

Walks must be built flush with the ground.

Driveways at frontages shall be no wider that 12ha frontage line.

Architectural Standards: Gardens and Fences
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10. Patios are permitted except at frontages.

Architectural Standards: Gardens and Fences
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10.

11.

12.

13.
14.
15.

16.
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ARCHITECTURAL STANDARDS:. MISCELLANEOUS

Where a material is specified, it is that matetiat is specified not others that may resemble it.
For example, “wood” means “wood”, not wood chipgegsed and glued together, or recycled
plastic melted and molded to resemble wood.

Materials other than those specified in this doauimmay be used if found on the list of
Additional Suitable Materials available from Towrifi@e, or upon review and approval by the
Historic Commission.

Where previously approved materials have since lpeenibited or are no longer permitted, the
previously approved material may be used for repair

The Historic Commission may determine that certais or portions thereof may be held to the
primary frontage standards “if it is highly and igasisible from the public realm (even if it does
not meet the definition of primary frontage)”.

Mailboxes, newspaper boxes, flower boxes, letteaimg) numbering shall not be plastic or vinyl.

The following items are prohibited at frontagesiotltes drying apparatus, air conditioner
equipment, electrical or gas meters, solar paaelgnnas, satellite dishes, bird baths or statuary,
synthetic fauna and flora, permanent grills, inegrd swimming pools, firewood (except on
porches), rock gardens and vegetable gardensat@Eerend play equipment, doghouses and dog
runs, hot tub and spas, etc.

The following items are prohibited: window air citioning units and above-ground pools.

Flagpoles less than 6’ long may be mounted at gfeaon porch columns or posts and building
walls. Free standing flagpoles are permitted dulipgroperty only.

Exterior light fixtures shall be compatible withetstyle of the primary building.

Exterior lighting must have the appearance of bamgndescent. Parking lots may be lit with
alternative light sources and fixtures subjecthe approval of the Historic Commission. Gas
light fixtures are also acceptable.

Building walls shall not be flooded or washed wignt.

Garage doors opening onto an alley and doors facipgmary frontage other than a street shall
have a light fixture that is lit from dusk to dawn.

One security system sign per frontage is permitted.
One sign advertising a property for sale or reipiisnitted at each frontage.

The following outbuildings and landscape constructions shall be permitted and shall adhere to
The Town of Odessa Architectural & Design Standards: garages, workshops, garden pavilions,
greenhouses, gazebos, trellises, arbors, in-ground swimming pools, outdoor tubs, saunas,
handball and squash courts, pool houses and equipment enclosures, dog houses, storage sheds,
etc.

Permanent play structures (basketball hoops, statdbramps, tetherball setups, etc.) are
permitted where the play area is within the lotwdrich the structure is located. Structures shall
be kept free of rust and in good repair.

Architectural Standards: Miscellaneous
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17. Materials, configurations and techniques for indiddl units or other portions of a multi-unit
building shall be consistent.

Architectural Standards: Miscellaneous
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APPENDIX1: DEFINITIONS

Graphs go here

Alley (a.k.a. Alleyway, Mews, Rear Lane):a narrow access to the rear of property providargise
areas, parking access, and utility easements.

Back building: an ancillary segment of building extending froqraacipal building into a rear yard.
Corner Lots: lots at the intersection of streets, alleys, patind parks.
Cellular PVC: a solid, extruded material that has the workingattzristics of wood.

Deck: aroofless floor structure specifically allow@&deincroach into a yard. A deck is similar to a
terrace but made of boards.

Elevation: the exterior walls of a building not facing arftage line.

Facade: the exterior walls of a building not facing aritage line.

Frontage: the space between the facade of a building amffdintage line.

Frontage Line: the line between a private lot and a primarydlghfare or civic space.

Height: the vertical distance between the average emfigiitoroughfare elevation and a specified point
on a structure.

Lot Line: the boundary that legally and geometrically deratas a lot.
Off-Street Parking: a stabilized open area no less than 10’ by 20'.
Outbuilding: an auxiliary structure located within a yard.
Porch: an unglazed roofed structure attached to a Imgjldi

Primary Frontage: the frontage at which the principle facade isati¢d, typically the shorter of the two
frontage lines and where the front door is located.

Principal Building: the principal building on a lot, disposed to pdavthe facade on the frontage.

Secondary Frontage: on a lot with two frontages, the frontage thdess important, typically the longer
of the two frontage lines.

Stoop: a landing in front of a door not wider than idisep and related steps not to exceed eight.
Terminal Posts: posts at corners, property line corners, openieigds, etc.
Yard: an area left free of principal buildings.

Thoroughfare: an urban element that provides the major path@public open space as well as lanes
for vehicles. A thoroughfare is endowed with tdtvilutes: capacity and character.

Civic Space: an open area dedicated for public use.

Appendix 1: Definitions
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APPENDIX 2. STOREFRONTSTANDARDS

GENERAL NOTES

1.

Storefronts shall comply with the Design Standasithey may be amended from time to time.

MATERIALS

1.
2.
3.

Applied signs shall be made of painted synthetiodv®.g.: “Synwood”), wood, or metal.
Exterior lighting shall have the appearance of péircandescent.

Commercial awnings shall be canvas or a synthetieew material resembling canvas. The
fabric shall not be translucent.

CONFIGURATIONS AND TECHNIQUES

1.
2.
3.

10.

11.
12.
13.

One sign may be used on the outside of each bgilditess noted otherwise.
At storefronts, single glass panes shall be neefatgan 20 square feet.

Commercial fronts and signs shall be a single,-b&k, dark gloss, or white background color.
Letters may be any one color. Signs shall be mtep buildings and/or commercial fronts
(between the first floor lintels and the seconaflsills) or in the building entablature (between
the top story lintel and the eave). The backgroahthe sign shall be no larger than 1'-6” in
height by any length and, if lit, shall be extendit only (not backlit). Letters shall be no lang
than 1’-0".

Blade signs may be mounted above the storefronparngendicular to the building and may not
exceed 8-0" in height. These signs may extentchftbe building a maximum of 3’-0” and may
extend as high as the lintels on the top floor.

Gold letters painted on the inside of windows aadrd are permitted.
Off-site and detached signs are not permitted.

Signs may not be affixed with tape or other temporaeans to the exterior nor to the interior of
glass surfaces.

Decals may not be affixed to glass.

Commercial awnings, lights and signs may encroath setbacks and into rights-of-way to
within 18" of a curb but not onto private propestie

Fabric awnings shall be triangular in section veittaight edges and no side panels or soffit and a
minimum depth of 5'. The cross-section of a staneff awning shall be different from that on the
adjacent lot. Awnings shall not be backlit or ussdsigns, except for a single inscription on the
flap not to exceed 6” in height. All awnings onsengle establishment shall be identical.
Awnings should be retractable. Awnings of the tgraround variety are prohibited.

Address numbers shall be a maximum of 6” in height.
Building lighting, if any, shall be indirect and omated on the building.

At secondary frontages, an additional sign thatofed the sign requirements for signs on
commercial fronts is permitted.

Appendix 2: Storefront Standards
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14. On rear elevations, an additional sign that folldies sign requirements for signs on commercial
fronts is permitted below the second floor winddlwsi

15. Parking directional signs, which are in additioritte tenant sign, shall follow the requirement for
other signage.

Appendix 2: Storefront Standards
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